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Field Termination UTP/FTP RJ45 Plugs

Field Termination RJ 45 Plugs
Frequency range                                     1-250 MHz (Cat.6), 1-500 MHz ( Cat.6A)
Compatible conductors                         23-26 AWG 
Contacts                                                      Phosphor Bronze Alloy Plated with 50 micro-inch
                                                                       of Gold
Shield                                                           Zinc-alloy fully shielded (Cat.6A FTP)
Housing                                                       High-Impact, Flame-Retardant Plastic, UL 94V-0 
                                                                       (Cat.6 UTP)

SPECIFICATIONS

• Cat.6A FTP connectors according 
  to ISO/IEC 11801 2 nd
• Category 6 & Cat.6A connecting hardware   
  acc. to ANSI/TIA-568-C.2
• UL94 V-0 flame test for Cat.6 UTP
• EU Directive 2011/65/EU (RoHS-2)

KEY FEATURES

DSC-KJFTC61GRBB
DSC-KJFT6A2SVBB

Cat.6 UTP Field-terminated RJ45 Plug, Grey
Cat.6A FTP Field-terminated RJ45 Plug, Silver (4PPoE, 2A)

MODEL NAME

ORDERING INFORMATION

Ampacity                                                    2A max.
Insertion/withdrawal                              750 cycles 
Contact resistance                                   20 mOhm max.
DC resistance                                            0.1 Ohm max.
Voltage rating                                           75 Vdc max.
Insulation resistance                               500 MegaOhm min. @100 Vdc

DESCRIPTION

DESCRIPTION


